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Watts W-W1124-EK/ET can realize medium connection, cut-off and 
flow control in the pipeline. It can be applied in municipal water 
supply, industrial and agricultural water transfer pipeline, etc.

Pressure-Temperature
• Maximum Working Pressure: PN25
• Temperature Range: -15℃-120℃

Material
Material
Ductile Iron+Epoxy Coated
Ductile Iron (N. Plato) 
Aluminum Bronze
EPDM
Stainless Steel

Component
Body
Disc

Seat
Stem

Size: DN50-DN300

• Design Standards: GB/T 13927-2008/EN 593, 
                                BSEN 5155/MSS SP-67
• Connection Standard: GB/T 17241.6
• Connection Type: Wafer
• Working Medium: Water

Specification

The electric actuator or the handle controls the rotation of the sealing 
disc, opening and closing, and flow rate regulation of the valve. 

Operating Principles

Series W-W1124-EK/ET

Features
• Simple structure, easy to operate
• Easy installation, excellent sealing performance
• Long service life, high reliability
• Good part interchangeability
• A structure with no pin and no backrest ensures more reliable
  sealing effect

Installtion Dimensions

Motorized Butterfly Valve - Water Type 
Wafer Type On/Off & Regulating Type
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Technical Parameters
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Regulating
W-AA1M-5
W-AA1M-10
W-AA1M-16
W-AA1M-25
W-AA1M-60
W-AA1M-100
W-AA1M-200
W-AA1M-400

On-Off
W-AA1S-5
W-AA1S-10
W-AA1S-16
W-AA1S-25
W-AA1S-60
W-AA1S-100
W-AA1S-200
W-AA1S-400
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DN50-100
DN125
DN150
DN200

DN250-300
DN350

DN400-450
DN500-600

Type
Torque N.m Actuating Times Power W Size

W-W1124-EK/ET-EN-202404

• Power Voltage: 220VAC (380VAC, 24V AC/DC Please Consult)
• Protection Class: IP67
• Ambient Temperature: -25°C ~+70°C
• Stroke Limit: bidirectional adjustable stroke ± 4.
• Motor: Insulation Class F, Built-in Overheat Protection
• Feedback: Switch Type Passive Feedback, Control Type 4-20mA   
 (0-10V, 2-10V, Specify Before Ordering)
• Anti-Condensation: Heat Dehumidifier
• Other: Externally Led Cable, With Waterproof Press-type Quick   
 Coupling Cable Connector; Handwheel Operation, Fault Feedback   
 Options

Overall Dimensions Of Electric Device
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