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Series W-TDV-16Q/25Q (DN50-DN500)

◆ 应用：
W-TDV

◆ 特点：

◆ 工作原理：

◆ 技术规格：
DN50-DN500

-20~120
PN16 PN25

GB/T 17241.6   EN1092-2
GB/T 13927-2008

420
304

EPDM

型号说明：
W- TDV 050- 16 Q

W WATTS
TDV

050-DN50 065-DN65
80-DN80 100-DN100

125-DN125 150-DN150
200-DN200 250-DN250
300-DN300 350-DN350
400-DN400 450-DN450
500-DN500

PN16 PN25

Q-

◆ 技术参数：

产品型号：
Kvs

W-TDV050-16Q DN50 616P7054
W-TDV050-25Q 616P7055
W-TDV065-16Q DN65 616P7059
W-TDV065-25Q 616P7060
W-TDV080-16Q DN80 616P7064
W-TDV080-25Q 616P7065
W-TDV100-16Q DN100 616P7069
W-TDV100-25Q 616P7070
W-TDV125-16Q DN125 616P7074
W-TDV125-25Q 616P7075
W-TDV150-16Q DN150 616P7079
W-TDV150-25Q 616P7080
W-TDV200-16Q DN200 616P7084
W-TDV200-25Q 616P7085
W-TDV250-16Q DN250 616P7089
W-TDV250-25Q 616P7090
W-TDV300-16Q DN300 616P7094
W-TDV300-25Q 616P7095
W-TDV350-16Q DN350 616P7099
W-TDV350-25Q 616P7100
W-TDV400-16Q DN400 616P7120
W-TDV400-25Q 616P7105
W-TDV450-16Q DN450 616P7125
W-TDV450-25Q 616P7110
W-TDV500-16Q DN500 616P7130
W-TDV500-25Q 616P7115
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48.5

53.5

86.6

219.1

331.4

599.8

1063.9

1133.9
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2084.1

2967.1

3352.4
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KV 值：
DN50 DN65 DN80 DN100 DN125 DN150 DN200 DN250 DN300 DN350 DN400 DN450 DN500

10% 5.3 7.0 5.1 8.5 12.5 33.2 37.0 122.7 91.6 - - - -
20% 10.5 7.8 5.4 14.4 14.4 42.0 46.2 146.6 101.4 120.9 182.4 186.1 255.6
30% 16.7 8.8 5.5 15.6 19.4 50.2 60.8 253.0 117.8 134.9 228.5 262.9 334.6
40% 22.7 10.4 6.1 16.5 28.3 67.8 54.5 392.8 167.5 213.8 314.5 413.2 456.9
50% 30.3 13.0 7.7 17.7 43.6 92.8 125.5 513.8 264.4 366.0 499.1 667.0 652.7
60% 36.5 16.8 10.7 20.5 74.7 134.9 183.7 652.4 389.2 635.3 785.7 1090.7 933.0
70% 41.3 22.5 17.1 26.4 108.1 177.2 271.9 757.3 523.7 942.9 1087.4 1479.7 1381.5
80% 44.3 30.3 25.7 41.3 141.7 225.6 373.7 881.8 721.5 1254.0 1464.1 1947.9 1975.7
90% 46.2 38.9 41.1 61.7 175.4 291.7 480.6 974.3 910.3 1541.7 1814.3 2492.1 2647.0
100% 47.1 48.5 53.5 86.6 219.1 331.4 599.8 1063.9 1133.9 1858.8 2084.1 2967.1 3352.4

◆ 安装说明：

安装尺寸：

Size L(mm) H1(mm) H2(mm) W(mm) (kg)
PN16 PN25 PN16 PN25

DN50 205 267 285 165 165 12.0 12.5
DN65 229 276 294 185 185 15.0 16.0
DN80 250 267 285 200 200 18.0 19.5
DN100 320 319 341 220 235 26.0 28.0
DN125 370 346 377 250 270 35.0 39.0
DN150 415 373 407 285 300 51.0 55.0
DN200 500 582 636 340 360 88.5 92.0
DN250 605 629 693 405 425 121.0 126.0
DN300 725 681 753 460 485 213.0 219.0
DN350 733 717 797 520 555 255.0 264.0
DN400 990 1010 1094 580 620 460.0 469.0
DN450 1000 1025 1138 640 670 535.0 545.0
DN500 1100 1110 1237 715 730 682.0 693.0

H1 H2


